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COMPLIANCE CHART

SECTION REQUIREMENT CALCULATIONS (REQUIRED / PROVIDED) COMPLIANCE

CHAPTER XXII
TECHNICAL
STANDARDS:
22-27 LANDSCAPE
ARCHITECTURAL
GUIDELINES

.3 STREETSCAPE
a.1. SHADE TREES SHALL BE PROVIDED WITHIN THE RIGHT-OF-WAY

OR EASEMENT GRANTED TO THE TOWNSHIP BY THE OWNER OR
APPLICANT FOR THE PLANTING AND MAINTENANCE OF TREES
ALONG BOTH SIDES OF A STREET IN THE PLANTING AREA
PROVIDED BETWEEN THE STREET CURB AND THE SIDEWALK AS
PER SUBSECTION 22-4.3, AND AT A SPACING OF BETWEEN 35 AND
50 FEET BETWEEN TREES. THE TREES SHALL BE PLANTED SO AS
NOT TO INTERFERE WITH UTILITIES, ROADWAYS, SIDEWALKS,
STREET LIGHTS, SIGHT DISTANCES, DRIVEWAY APRONS, AND
SHALL BE PLANTED CLOSER THAN EIGHT FEET TO FIRE
HYDRANTS.

TOTAL LENGTH ALONG ROUTE 130 = 165± LF
(EXCLUDING DRIVEWAY WIDTHS)

REQUIRED: 165 / 50 = 3.3 OR 3 TREES
PROVIDED: 3 CC (3 TREES)

COMPLIES

.5 STORMWATER AREAS
a.2. PROVIDE PLANTING ALONG THE PERIMETER OF THE AREA TO

REINFORCE THE DESIGN CONCEPT. AS A GENERAL GUIDELINE TEN
TREES FOR EVERY 100 LINEAR FEET OF PERIMETER LENGTH
SHOULD BE PROVIDED. THESE TREES SHALL HAVE A MINIMUM
INSTALLED SIZE OF; TWO AND ONE-HALF TO THREE INCHES
CALIPER FOR SHADE TREES, EIGHT TO TEN FOOT HEIGHT FOR
EVERGREEN TREES, AND SIX TO EIGHT FOOT HEIGHT/ ONE TO ONE
AND ONE-HALF INCHES CALIPER FOR ORNAMENTAL TREES. THE
MAJORITY OF TREES SHOULD BE SHADE TREES UNLESS
OTHERWISE REQUIRED BY THE BOARD OF JURISDICTION. THE
BRANCHING HABIT OF ALL PLANTS SHALL BE FULL FORM AND
SHALL CONFORM TO THE AMERICAN STANDARD OF NURSERY
STOCK AS PUBLISHED BY THE AMERICAN ASSOCIATION OF
NURSERYMEN (ANSI Z60.1-1986, OR LATER REVISION). ALL TREES
SHALL BE BALLED AND BURLAPED, NURSERY GROWN, TRUE TO
SPECIES AND VARIETY. ALL VARIETIES SHALL BE SUBJECT TO
APPROVAL BY THE TOWNSHIP SHADE TREE COMMISSION AND/OR
TOWNSHIP LANDSCAPE ARCHITECT.

TOTAL PERIMETER OF DRAINAGE DITCH =158± LF
REQUIRED: (158 / 100) x 10 = 15. OR 16 TREES
PROVIDED: NONE. EXISTING NON-CONFORMITY.

EXISTING
NON-

CONFORMITY

.6 OPEN SPACE
b.2. LANDSCAPE IMPROVEMENTS, GRADING AND PLANTINGS SHALL

BE PROVIDED IN CONJUNCTION WITH THESE AREAS. THESE
IMPROVEMENTS SHALL REMAIN CONSISTENT WITH THE OVERALL
LANDSCAPE DESIGN. IN GENERAL, PLANTS SHALL BE PROVIDED
AT THE FOLLOWING RATE:

SHADE OR ORNAMENTAL TREES        15 PER ACRE
EVERGREEN TREES                             10 PER ACRE
SHRUBS                                            30 PER ACRE
*THESE QUANTITIES DO NOT INCLUDE PLANTS WHICH MAY BE

NECESSARY TO ACHIEVE BUFFERS OR SCREENING AS
REQUIRED BY SUBSECTION 22-27.7.

TOTAL LANDSCAPE AREA ON SITE = 0.467± Ac
REQUIRED: 0.467 x 15 = 7 SHADE OR ORNAMENTAL

TREES
0.467 x 10 = 4.67 OR 5 EVERGREEN TREES
0.467 x 30 = 14.01 OR 14 SHRUBS

PROVIDED: NONE.

.7 LANDSCAPE AND BUFFER STRIPS
a. 3. AREAS VOID OF SIGNIFICANT VEGETATION SHALL RECEIVE

LANDSCAPE ARCHITECTURAL TREATMENT INCLUDING PLANTING,
BERMING, FENCES, OR WALLS AS APPROPRIATE. BERMS, FENCES OR
WALLS SHALL BE PROVIDED AT A HEIGHT OF FOUR TO EIGHT FEET OR
AS NECESSARY TO PROVIDE A VISUAL SCREEN WITH THE APPROVAL
OF THE BOARD OF JURISDICTION. THE GENERAL DESIGN, FORM, AND
MATERIALS OF FENCES, WALLS AND BERMS SHOULD RELATE TO THE
OVERALL DESIGN, THE MATERIALS UTILIZED FOR OTHER STRUCTURES
ON THE SITE, AND BE AESTHETICALLY PLEASING FROM ALL SIDES.
PLANTING SHOULD BE PROVIDED IN CONJUNCTION WITH BERMING,
FENCING, OR WALLS OR MAY BE PROVIDED SOLELY TO PROVIDE A
COMPLETE VISUAL SCREEN, AND VISUALLY INTERESTING AND
PLEASING AREA. THE FOLLOWING QUANTITIES AND MINIMUM SIZE
GUIDELINES ARE PROVIDED, IF BERMS, FENCING, OR WALLS ARE
PROVIDED A DECREASED QUANTITY OF PLANTING MAY BE PROVIDED
AT THE DISCRETION OF THE BOARD OF JURISDICTION BASED UPON
RECOMMENDATIONS FROM THE TOWNSHIP SHADE TREE COMMISSION
AND/OR TOWNSHIP LANDSCAPE ARCHITECT. FOR EVERY 100 LINEAR
FEET OF LANDSCAPE BUFFER AREA OR LANDSCAPE STRIP, MEASURED
AT THE LONGEST LINE, THE FOLLOWING MUST BE PROVIDED;

TYPE QUANTITY SIZE
EVERGREEN TREES      12 8' - 10' HEIGHT
SHADE TREES       3 2.5" - 3" CALIPER
ORNAMENTAL TREES AS REGD. 6' - 7' HEIGHT

1" - 1.5" CALIPER
SHRUBS AS REQD. 2' - 2.5' HEIGHT

LENGTH ALONG NORTHEAST PROPERTY LINE
ADJACENT TO RESIDENTIAL = 127± LF

REQUIRED: 127 / 100 = 1.27
1.27 x 12 = 15.24 OR 15 EVERGREEN TREES
1.27 x 3 = 3.81 OR 4 SHADE TREES

PROVIDED: EXISTING EVERGREEN TREES TO
REMAIN. EXISTING NON-CONFORMITY.

b. 3. AREAS VOID OF SIGNIFICANT VEGETATION SHALL RECEIVE
LANDSCAPE ARCHITECTURAL TREATMENT INCLUDING PLANTING,
BERMING, FENCES, OR WALLS AS APPROPRIATE. BERMS, FENCES
OR WALLS SHALL BE PROVIDED AT A HEIGHT OF TWO TO FOUR FEET
OR AS NECESSARY TO PROVIDE AN APPROPRIATE BUFFER. THE
GENERAL DESIGN, FORM, AND MATERIALS OF FENCES, WALLS AND
BERMS SHOULD RELATE TO THE OVERALL DESIGN, THE MATERIALS
UTILIZED FOR OTHER STRUCTURES ON THE SITE, AND BE
AESTHETICALLY PLEASING FROM ALL SIDES. PLANTING SHOULD BE
PROVIDED IN CONJUNCTION WITH BERMING, FENCING, OR WALLS OR
MAY BE PROVIDED SOLELY TO PROVIDE AN APPROPRIATE SCREEN,
AND A VISUALLY INTERESTING AND PLEASING AREA EMPHASIZING
APPROPRIATE VIEWS. PARKED VEHICLES SHALL BE BUFFERED AS
VIEWED FROM ALL AREAS OUTSIDE OF THE PARKING AREA. THE
FOLLOWING QUANTITIES AND MINIMUM SIZE GUIDELINES ARE
PROVIDED; IF BERMS, FENCING, OR WALLS ARE PROVIDED, A
DECREASED QUANTITY OF PLANTING MAY BE PROVIDED AT THE
DISCRETION OF THE BOARD OF JURISDICTION. FOR EVERY 100
LINEAR FEET OF BUFFER AREA, MEASURED AT THE LONGEST LINE,
THE FOLLOWING MUST BE PROVIDED:

TYPE QUANTITY SIZE
EVERGREEN TREES AS REQD. 8' - 10' HEIGHT
SHADE TREES        4 2.5" - 3"CALIPER
ORNAMENTAL TREES AS REQD. 6' - 7' HEIGHT 1"-

1.5" CALIPER
SHRUBS       55 2' - 2.5' HEIGHT

PERIMETER OF PARKING LOT ALONG SOUTHWEST
PROPERTY LINE = 214± LF

REQUIRED: 214 / 100 = 2.14
2.14 x 4 = 8.56 OR 9 SHADE TREES
2.14 x 55 = 117.7 OR 118 SHRUBS

PROVIDED: NONE.

VARIANCE

.8 PARKING AREAS
a.SHADE TREES WITHIN THE PARKING AREA SHALL BE PROVIDED AT A

MINIMUM RATE OF TWO TREES FOR EVERY TEN PARKING SPACES,
OR FRACTION THEREOF. PRESERVATION OR RELOCATION OF
EXISTING TREES GREATER THAN THREE INCHES CALIPER IS
ENCOURAGED TO MEET THIS REQUIREMENT. LANDSCAPE BUFFER
AREA PLANTINGS ARE NOT TO BE CONSIDERED TO SATISFY THIS
REQUIREMENT.

TOTAL PARKING SPACES = 41
REQUIRED: (41 / 10 ) x 2 = 8.2 OR 8 TREES
PROVIDED: 1 EXISTING PLUS 5 GTIK (6 TREES)

VARIANCE

.9 GREEN SPACE
b.TO PROVIDE IMMEDIATE BUFFERING, VISUAL RELIEF, AND SCALE

FOR LARGE OFFICE, COMMERCIAL, AND INDUSTRIAL BUILDINGS
LARGER SIZE TREES SHALL BE PROVIDED NEAR THE BUILDING
PERIMETER (WITHIN 75 FEET). THE QUANTITY OF TREES SHALL BE
EQUAL TO ONE TREE FOR EVERY 40 FEET OF GENERAL BUILDING
PERIMETER. THE TREE SIZE SHALL BE BASED UPON THE HEIGHT OF
THE BUILDING AS FOLLOWS:

BLDG. STORIES TREE SIZE
          1 - 2 4" - 4.5" CALIPER

THESE TREES SHALL BE LOCATED IN A MANNER CONSISTENT WITH
ARCHITECTURAL AND SITE DESIGN AND SHALL PROVIDE MAXIMUM
VISUAL IMPACT. PRESERVED OR RELOCATED EXISTING VEGETATION
MAY BE UTILIZED TO MEET THIS REQUIREMENT. THE BRANCHING
HABIT OF ALL PLANTS SHALL BE FULL FORM AND SHALL CONFORM
TO THE AMERICAN STANDARD FOR NURSERY STOCK AS PUBLISHED
BY THE AMERICAN ASSOCIATION OF NURSERYMEN (ANSI Z60.1-1986,
OR LATER REVISION). ALL TREES SHALL BE BALLED AND BURLAPED,
NURSERY GROWN, TRUE TO SPECIES AND VARIETY. ALL VARIETIES
SHALL BE SUBJECT TO APPROVAL BY THE TOWNSHIP SHADE TREE
COMMISSION AND/OR TOWNSHIP LANDSCAPE ARCHITECT.

TOTAL LENGTH OF BUILDING PERIMETER = 302± LF
REQUIRED: 302 / 40 = 7.5 OR 8 TREES 4"-4.5"

CALIPER
PROVIDED: NONE.

TOTAL LENGTH ALONG DUTCH NECK ROAD = 302± LF
(EXCLUDING DRIVEWAY WIDTH)

REQUIRED: 302 / 50 = 6.04 OR 6 TREES
PROVIDED: 4 EXISTING PLUS 2 CC (6 TREES)

COMPLIES

PERIMETER OF PARKING LOT ALONG NORTHEAST
PROPERTY LINE = 147± LF

REQUIRED: 147 / 100 = 1.47
1.47 x 4 = 5.88 OR 6 SHADE TREES
1.47 x 55 = 80.85 OR 81 SHRUBS

PROVIDED: NONE.

VARIANCE

EXISTING
NON-

CONFORMITY

VARIANCE

VARIANCE

TREES QTY BOTANICAL NAME COMMON NAME SIZE CONTAINER
CC 5 CERCIS CANADENSIS EASTERN REDBUD 2-2 1/2" CAL. B&B
GTIK 5 GLEDITSIA TRIACANTHOS INERMIS `SKYCOLE` SKYLINE THORNLESS HONEY LOCUST 2.5" CAL. B&B

PLANT SCHEDULE

NEW JERSEY
YOU MUST CALL 811 BEFORE ANY EXCAVATION

WHETHER IT'S ON PRIVATE OR PUBLIC LAND.
1-800-272-1000
www.nj1-call.org

PROFESSIONAL ENGINEER

M.E. JEITNER

PENNSYLVANIA LICENSE No. PE055733
NEW JERSEY LICENSE No. 24GE04493300

DELAWARE LICENSE No. 18313

TM

SITE CIVIL AND CONSULTING ENGINEERING
LAND SURVEYING

PROGRAM MANAGEMENT
LANDSCAPE ARCHITECTURE

SUSTAINABLE DESIGN
PERMITTING SERVICES

TRANSPORTATION SERVICES

74 W BROAD STREET, SUITE 500
BETHLEHEM, PA 18018

Phone:(610) 709-9971
Fax: (610) 709-9976

www.BohlerEngineering.com

THE INFORMATION, DESIGN AND CONTENT OF THIS PLAN ARE PROPRIETARY AND SHALL NOT BE COPIED OR USED FOR ANY PURPOSE WITHOUT PRIOR WRITTEN
AUTHORIZATION FROM BOHLER. ONLY APPROVED, SIGNED AND SEALED PLANS SHALL BE UTILIZED FOR CONSTRUCTION PURPOSES

© BOHLER CAD FILE:
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ROUTE 130 & DUTCH NECK ROAD

EAST WINDSOR NJ

MERCER

AS NOTED
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LANDSCAPE PLAN
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C-16NEW JERSEY LICENSE No. 21AS00106300

LICENCED LANDSCAPE ARCHITECT

D.T. NORTH

1. THIS PLAN IS TO BE UTILIZED FOR LANDSCAPE PURPOSES ONLY.

2. ALL DISTURBED UNPAVED AREAS, EXCLUDING PLANTING BEDS, ARE
TO BE INSTALLED AS LAWN IN ACCORDANCE WITH LANDSCAPE
SPECIFICATION #2.C., UNLESS OTHERWISE STATED ON THIS PLAN.

3. SHRUBS PLANTED ALONG HEAD-IN PARKING STALLS SHALL BE
INSTALLED  TO ALLOW A CLEARANCE OF TWO FEET FROM FACE OF
CURB TO ALLOW FOR BUMPER OVERHANG.

4. IF IRRIGATION IS REQUIRED BY THE OWNER OR APPROVING
MUNICIPALITY, THE CONTRACTOR SHALL PROVIDE AN IRRIGATION
SYSTEM MEETING THE SPECIFICATIONS OF THE CHOSEN
PRODUCT'S MANUFACTURER. THE IRRIGATION DESIGN SHALL
ACCOMMODATE LAWN AND BED AREAS EACH UNDER SEPARATE
ZONES TO MAXIMIZE WATER EFFICIENCY.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR SECURING ANY PERMITS REQUIRED FOR THE
INSTALLATION OF AN IRRIGATION SYSTEM.

5. PLANT MATERIAL SUBSTITUTIONS MUST BE FORMALLY SUBMITTED
TO BOHLER ENGINEERING AND THE MUNICIPAL ENGINEER AND
LANDSCAPE CONSULTANTS FOR REVIEW AND APPROVAL PRIOR TO
INSTALLATION.  ANY PLANT MATERIAL THAT ARE TO BE INSTALLED
WITHIN STORMWATER BMP FEATURES MUST BE NATIVE SPECIES.

6. WITHOUT EXCEPTION, WEED BARRIER FABRIC SHALL NOT BE
INSTALLED WITHIN ANY BMP FACILITY.  BMP FACILITIES INCLUDE
RAINGARDENS, INFILTRATION TRENCHES, VEGETATIVE SWALES AND
STORMWATER BASINS.

GENERAL NOTES:


